
Oval full cone nozzle 
Series 400.291 

Series 400.291

Oval full cone spray pattern 
90° x 60° 
Spray width: 90°
Spray depth: 60°

Applications:
Single and multi nozzle 
arrangements in segments for 
water only secondary cooling 
in bloom and slab casters. 
Ideal for foot roller spray 
positions in order to prevent 
mould edge erosion by 
replacing fl at fan nozzles. 
Also suitable for vertical spray 
positions such as narrow side 
cooling in slab casters or 
vertical spray cooling in 
bloom casters. 
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Ordering no.
Thread

Narrowest 
cross section 

[mm]

Flow rate [l/min] 
pressure (bar)

3/8 NPT R 1/2“ R 3/8“ R 3/8“ 
secured 1 2 3 5 7 10

400.291.30.X6  -   1.05 1.5 2.0 2.4 3.1 3.6 4.3
400.291.30.X4  -   1.25 2.0 2.7 3.3 4.2 4.9 5.8
400.291.30.X5     1.45 2.4 3.4 4.1 5.2 6.1 7.2
400.291.30.X0     1.7 3.2 4.4 5.3 6.8 8.0 9.4
400.291.30.X1  -  - 1.95 4.2 5.9 7.1 9.0 10.5 12.5
400.291.30.X2  -  - 2.15 4.9 6.8 8.3 10.5 12.3 14.5
400.291.30.X7 - -  - 3.2 11.5 16.0 19.3 24.6 28.8 34.1

Materials: 30 (Brass), 16 (stainless steel) on request.
Other nozzle types on request.
Pressure-fl ow diagrams on request.

3/8 NPT: X=1
R 1/2: X=7
R 3/8: X=0
3/8 NPT secured: X=5

 Conversion formula for the above series: V
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 Example Type + Thread = Ordering no.
of ordering: 400.291.30.X6 + 3/8 NPT =  400.291.30.16


